
Beauty can be that simple.

Rockpanel Uni



Rockpanel Uni
Beauty can be that simple.

  Easy to paint over
  Vapour-permeable
  Moisture resistant
  Use standard carpentry 

tools

Timeless architectural concepts are characterised by clarity. If  
your design idea involves a little restraint and a lot of functionality, 
then Rockpanel Uni is just the thing for you. Long lifetime, quick  
to install – suitable for facades and roof line – and fits into every 
budget.



20 kg/m215 kg/m210 kg/m25 kg/m2

Rockpanel (8 mm)

HPL (8 mm)

Fibre cement (8 mm)

Light weight
With Rockpanel board material you 
can work more quickly and easily.  
The boards are considerably lighter 
than other board materials. A stan-
dard Rockpanel board weighs only  
8,4 kg/m2, making it easy to handle 
on site.

Insensitive to moisture
With Rockpanel boards moisture 
problems are history. Rockpanel is 
insensitive to moisture and tempera-
ture so does not require edge treat-
ment. Moisture will not change the 
mechanical or optical properties.

Installation advantages

Strong but flexible 
Rockpanel combines the advantages 
of stone and wood in one product.  
It is as durable as stone and can be 
worked as easily as wood. A curved 
facade can easily be installed.

Working with standard tools
Rockpanel can be worked using 
standard carpentry tools. It is easier 
and much faster to work than other 
board materials. Easy to saw to size 
and install without pre-drilling again 
avoiding risks and costly site delays.

Detailing on the building site
With Rockpanel you can complete 
detailing quickly and easily. Finishing 
the edges to protect them from mois-
ture is not necessary.

Fixing with nails
With Rockpanel you can fix the  
boards with nails on the building site. 
The discreet nail heads in a compatible  
RAL colour ensure a beautiful end 
result.

Rockpanel Uni Colours

RAL 9010 RAL 7035RAL 9011RAL 9001

Basic application. 
Easy. 
6 mm

Uni

Assortment

Product Line Thickness Standard dimensions Availability

Rockpanel Uni 6 mm 1200 x 2500/3050 mm Up to 100 m2 max.  
1 week from 1 pallet.*

* Further details on request.



www.rockpanel.co.uk
Find your local dealer at:
www.rockpanel.co.uk/products

Key product properties

Rockpanel Uni Rockpanel Uni 6 mm Unit Test/classification 
method

Optical properties

Colour stability (5000 h) 3 or better Class on greyscale ISO 105 A02

Fire

Fire classification B-s2,d0 Euroclass EN 13501-1

Physical properties

Thickness 6 mm EN 325

Weight 6.3 kg/m² 

Density, nominal 1050 kg/m3 EN 323

Thermal conductivity 0.37 W/m∙K EN 10456

Water vapour permeability Sd  
(at 23 °C and 85 % RF) Colours

< 1.8 m EN 12572

Coefficient of thermal expansion 10.5 x10-3 mm/m ∙ K EN 438:2 clause 17

Coefficient of moisture expansion  
(after 4 days)  

0.303 mm/m EN 438:2 clause 17

Mechanical properties

Bending strength, length and width (f05) ≥ 24 N/mm² EN 310 / EN 1058

Modulus of elasticity m(E) 3567 N/mm² EN 310

Fixing distances

Maximum Fixing distances (mm) Rockpanel Uni 6 mm

b max. a max.

Nail 400 300

Screw 400 300


