
Product Code: 
SSSS/A4

Product Code SSSS/A4

Description Colourfix decorative rivets 
manufactured from A4 stainless steel

Application

Used primarily as a façade rivet 
where the substructure is Galvanised 
Steel and for coastal/harsh marine 
environments

Body A4 (316 Grade) Stainless Steel

Mandrel A4 (316 Grade) Stainless Steel
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Stock Code

 4.8  8 4.9  16  1.5 4  4000  5000  SSSS/A4/4808

 4.8  10  4.9  16  4  6  4000  5000  SSSS/A4/4810

4.8  12  4.9  16  6  8  4000  5000  SSSS/A4/4812

4.8  14  4.9  16  8  10  4000  5000  SSSS/A4/4814

4.8  16  4.9  16  9.5 11  4000  5000  SSSS/A4/4816

4.8  18  4.9  16  7  13  4000  5000  SSSS/A4/4818

4.8  20  4.9  16  11  15  4000  5000  SSSS/A4/4820

4.8  22  4.9  16  15  18  4000  5000  SSSS/A4/4822

4.8  25  4.9  16  16  20 4000  5000  SSSS/A4/4825

Product Code SSSS/A4 

Description Colourfix decorative rivets manufactured from A4 stainless 
steel. 

Application Used primarily as a façade rivet where the sub- 
structure is Galvanised Steel. 
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A4 (316 Grade) Stainless Steel 
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Stock code 

4.8 10 4.9 16 4 6 4000 5000 SSSS/A4 
4.8 12 4.9 16 6 8 4000 5000 SSSS/A4 
4.8 14 4.9 16 8 10 4000 5000 SSSS/A4 
4.8 16 4.9 16 8 13 4000 5000 SSSS/A4 
4.8 18 4.9 16 7 13 4000 5000 SSSS/A4 
4.8 20 4.9 16 11 15 4000 5000 SSSS/A4 
4.8 22 4.9 16 15 18 4000 5000 SSSS/A4 
4.8 25 4.9 16 16 20 4000 5000 SSSS/A4 

Note: All published values are ultimate failure loads and do not contain any safety factors – Please consult a qualified engineer to confirm the suitability of the product in 
your intended application. 

Technical Performance Data 
Sheet: SSSS/A4 
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